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33 CFR Ch. I (7–1–01 Edition)§ 159.5

ASTM E 11–95, Standard Specification for
Wire Cloth and Sieves for Testing Pur-
poses—159.125

[USCG–1999–5151, 64 FR 67176, Dec. 1, 1999, as
amended by USCG–2001–9286, 66 FR 33641,
June 25, 2001]

§ 159.5 Requirements for vessel manu-
facturers.

No manufacturer may manufacture
for sale, sell, offer for sale, or dis-
tribute for sale or resale any vessel
equipped with installed toilet facilities
unless it is equipped with:

(a) An operable Type II or III device
that has a label on it under § 159.16 or
that is certified under § 159.12 or
§ 159.12a; or

(b) An operable Type I device that
has a label on it under § 159.16 or that is
certified under § 159.12, if the vessel is
19.7 meters (65 feet) or less in length.

[CGD 95–028, 62 FR 51194, Sept. 30, 1997]

§ 159.7 Requirements for vessel opera-
tors.

(a) No person may operate any vessel
equipped with installed toilet facilities
unless it is equipped with:

(1) An operable Type II or III device
that has a label on it under § 159.16 or
that is certified under § 159.12 or
§ 159.12a; or

(2) An operable Type I device that
has a label on it under § 159.16 or that is
certified under § 159.12, if the vessel is
19.7 meters (65 feet) or less in length.

(b) When operating a vessel on a body
of water where the discharge of treated
or untreated sewage is prohibited by
the Environmental Protection Agency
under 40 CFR 140.3 or 140.4, the oper-
ator must secure each Type I or Type
II device in a manner which prevents
discharge of treated or untreated sew-
age. Acceptable methods of securing
the device include—

(1) Closing the seacock and removing
the handle;

(2) Padlocking the seacock in the
closed position;

(3) Using a non-releasable wire-tie to
hold the seacock in the closed position;
or

(4) Locking the door to the space en-
closing the toilets with a padlock or
door handle key lock.

(c) When operating a vessel on a body
of water where the discharge of un-

treated sewage is prohibited by the En-
vironmental Protection Agency under
40 CFR 140.3, the operator must secure
each Type III device in a manner which
prevents discharge of sewage. Accept-
able methods of securing the device in-
clude—

(1) Closing each valve leading to an
overboard discharge and removing the
handle;

(2) Padlocking each valve leading to
an overboard discharge in the closed
position; or

(3) Using a non-releasable wire-tie to
hold each valve leading to an overboard
discharge in the closed position.

[CGH 95–028, 62 FR 51194, Sept. 30, 1997]

Subpart B—Certification
Procedures

§ 159.11 Purpose.

This subpart prescribes procedures
for certification of marine sanitation
devices and authorization for labels on
certified devices.

§ 159.12 Regulations for certification
of existing devices.

(a) The purpose of this section is to
provide regulations for certification of
existing devices until manufacturers
can design and manufacture devices
that comply with this part and recog-
nized facilities are prepared to perform
the testing required by this part.

(b) Any Type III device that was in-
stalled on an existing vessel before
January 30, 1975, is considered cer-
tified.

(c) Any person may apply to the
Commanding Officer, USCG Marine
Safety Center, 400 Seventh Street, SW.,
Washington, DC 20590 for certification
of a marine sanitation device manufac-
tured before January 30, 1976. The
Coast Guard will issue a letter certi-
fying the device if the applicant shows
that the device meets § 159.53 by:

(1) Evidence that the device meets
State standards at least equal to the
standards in § 159.53, or

(2) Test conducted under this part by
a recognized laboratory, or

(3) Evidence that the device is sub-
stantially equivalent to a device cer-
tified under this section, or
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